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はじめに 
本オプションは、FMA シリーズまたは FMA-H シリーズの表示部を計量部に取り付けるための金具で

す。 

 本書は、FMA シリーズまたは FMA-H シリーズのはかり本体取扱説明書と一緒に参照してください。 

 

1. 同梱品 

表示部一体型金具： 1 

 

取扱説明書： 1 

 

 

 

 

2. 取り付け手順 
 

FMA シリーズまたは FMA-H シリーズはかり本体取扱説明書の「1-4 組立と設置」をご参照の上、「1-4-1(1) はかりの組

立(ポールを使用する場合)」、「1-4-1(2) はかりの組立(ポールを使用しない場合)」に代わり、下記手順ではかりを組み立

てて取り付けます。 

1 パンベースに計量皿を載せる  

 

パンベースの四隅のゴムに沿って、計量皿を

載せます。 
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2 表示部に表示部一体型金具を装着する 

 

   

 
 

 

 

 

 

 

 

表示部を左図のように表示部一体型金具に挿

し込み、はかりに同梱の蝶ネジで固定します。 

※はかりケーブルはあらかじめ表示部から取

り外しておきます。 

※蝶ネジは、はかり本体に同梱されており、こ

のオプションには同梱されていません。） 

3 計量部の取付部のネジを取り外す 

 

はかりに同梱のスパナを用い、左記の 4 つの

六角ボルト(M6)を外します。 

※スパナは、はかり本体に同梱されており、こ

のオプションには同梱されていません。） 

4 計量部に表示部一体型金具を装着する  

 

手順 3 で外した六角ボルトのうち 2 つを用

い、左図の通り表示部一体型金具を取り付け、

はかりに同梱のスパナを用いて締めて固定し

ます。 

5 はかりケーブルを表示部に接続する 

 

 

はかりケーブルのプラグを表示部背面のはか

りケーブルコネクタに挿し込み、プラグのカ

ップリングナットを手で締めて固定します。 

 

(1) 粉塵や水の侵入を防ぐため、カップリングナ

ットはしっかりと回して締めてください。 

コネクタの破損を防ぐため、カップリングナッ

トの締め付けの際は工具を用いないでくださ

い。 

(2) 電磁ノイズの影響によるのはかりの誤動作や

測定誤差を防ぐため、余ったはかりケーブルは

巻かないでください。 

(3) 余ったはかりケーブルが計量皿に触れないよ

うにご注意ください。 
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3. 持ち上げ及び運搬 

FMA シリーズまたは FMA-H シリーズはかり本体取扱説明書の「1-5 はかりの持ち上げ及び運搬」に代わり、下記の指示

に従ってください 

 

 

(1) 

(2) 

(3) 

(4) 

本製品は重量物のため、持ち上げと運搬は 2 人以上で実施してください。 

ケーブル類が垂れ下がった状態で運搬しないでください。 

計量皿に計量物を載せた状態で運搬しないでください。 

安全靴及び作業用手袋の着用を推奨します。 

 

 本製品に強い力や衝撃を加えないでください。 

 
 

1. AC アダプタ及び外部接続ケーブル類を外します。 

2. はかりケーブルが垂れ下がらないように束ねておきます。 

3. 計量部の底面を持って持ち上げ・運搬します。  

 計量皿や表示部を掴んで持ち上げないでください。 

 

  

 

4. 運搬には台車の使用を推奨します。その場合、はかりに衝撃が伝わるのを防ぐため、台車の上に緩衝

材を敷いてください。 

 

 

ここを掴んで持ち上げない 

ここを掴む 
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IMPORTANT 

• To ensure safe and proper use of the product, please read this 
manual carefully. 

• Keep this manual for future reference after reading it thoroughly. 
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Introduction 

This option is a bracket for FMA series to attach the indicator unit to the weighing unit. 

Please read this manual together with the operation manual of the FMA series scale. 

 
1. Scope of delivery 

Indicator mounting bracket: 1

 

Manual: 1 

 

 

2. Mounting instructions 
 

Refer to “1-4 Assembling and installation of the product” in the FMA series operation manual and assemble the scale by 

mounting this option according to the following procedure instead of the procedure described in “1-4-1 Procedure for 

assembling” of that operation manual. 
 

1 Place the weighing pan on the pan base. 

 

 

Attach the weighing pan along the rubber 

guides at the four corners of the pan base.  
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2 Attach the indicator mounting bracket to the indicator unit. 

 

 

   

 

Attach the indicator mounting bracket and 

secure it with a thumbscrew. 

* Disconnect the scale cable beforehand. 

* The thumbscrew is included in the 

package of the scale. 

3 Detach screws from the attachment part of the weighing unit. 

 
 

Detach the four M6 hexagon head screws 

as shown on the left using the spanner 

included in the package of the scale. 

4 Mount the indicator mounting bracket on the weighing unit. 

 

 

Secure the indicator mounting 

bracket to the weighing unit with the 

two screws detached in step 3. 

5 Connect the scale cable to the indicator unit. 

 

 

Insert the plug of the scale cable into the 

connector located on the rear of the 

indicator unit and secure it by hand-

tightening the coupling nut on the plug. 

 

Tighten the coupling nut securely for 

protection against dust and water. 

To prevent damage to the connector, 

do not use tools when tightening the 

coupling nut. 
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3. Lifting and carrying instructions 

For lifting and carrying the scale fitted with this option, use the following follow the instructions instead of 
those described in “1-5 Lifting and carrying instructions” in the FMA series operation manual.  

 

(1) 

 

(2) 

(3) 

(4) 

Due to the heavy weight of this product, lifting and carrying must be carried 

out by two or more persons. 

Make sure not to carry the scale with the cable hanging. 

Make sure not to carry the scale with weighing object on the weighing pan. 

Wearing the safety shoes and work gloves is highly recommended. 

 

 Be careful not to apply excessive force to or impact the scale. 

 

1. Unplug AC adapter and interface cables. 

2. Bundle or fold the scale cable not to hang on the floor. 

3. Holding position to lift up and carry: Bottom surface of the weighing unit.  

Do not grab the weighing pan, pan base, bracket and indicator unit. 

 

 

 

4. Using a hand truck trolley is highly recommended. When using it, lay cushioning material on it to 

prevent impact to the scale. 

 

Do not grab here. 

Grab here. 
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