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日本語 

1 

はじめに 
この度は、フットスイッチ SFS-1 をお買い求めいただき、誠にありがとうございます。 

この製品は、新光電子株式会社製の各電子はかり・電子天びんにおいて外部接点入力機能を有するD-SUB 9

ピンコネクタに接続し、外部接点入力による風袋引きやゼロ点設定を行うためのものです。 

外部接点入力機能の詳細については、各電子はかり・電子天びんの取扱説明書をご参照ください。 
 
1. 仕様 
製品名： フットスイッチ 

型式： SFS-1 

製造者： 新光電子株式会社 

本体サイズ： 80 mm × 50 mm × 31 mm 

ケーブル長： 3 m 

コネクタ： D-SUBコネクタ 9ピン メス 

筐体材質： 樹脂 

 対応電子はかり・電子天びん： FMAシリーズ、FMA-Hシリーズ 

 
本製品（コネクタを含む）は防塵防水対応ではありません。防塵防水対応の電子はかり・電子
天びんと組み合わせて使用する場合はご注意ください。 

 

2. 同梱品 

フットスイッチ：1 

 

取扱説明書：1 

 

 
3. 使用方法 

3.1. 電子はかり・電子天びんとの接続 

フットスイッチのケーブルを、電子はかり・電子天びんの外部接点入力機能を有するD-SUB 9ピンコネク

タに接続します。 

・FMAシリーズ、FMA-Hシリーズの場合 

表示部の周辺機器用D-SUB 9ピンコネクタ(ラベルに“プリンタ PRINTER”と記載)に接続します。 

※RS232C入出力用D-SUB 9ピンコネクタに接続しても動作しません。 

 

 
フットスイッチと接続した場合、FMAシリーズ・FMA-Hシリーズの表示部はIP65を
満たしません。 

 

3.2. 電子はかり・電子天びんの設定 

   ・FMAシリーズ、FMA-Hシリーズの場合 

FMAシリーズ、FMA-Hシリーズ取扱説明書の「5-1-2(1) 外部接点入力」を参照し、外部接点入力の有

効化、及び外部接点入力に割り当てる機能の選択を行います。 
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SHINKO DENSHI CO., LTD. 

 
 

 
IMPORTANT 

• To ensure safe and proper use of the product, please read this 
manual carefully. 

• Keep this manual for future reference after reading it thoroughly. 



 

 

English 

 

Introduction 

Thank you for purchasing the footswitch SFS-1. 

This product is a peripheral device for electronic scales/balances manufactured by SHINKO DENSHI CO., 

LTD., which is connected to a 9-pin D-SUB connector with an external contact input function and is used for 

tare-subtraction and zero-setting by external contact input. 

For details on the external contact input function, refer to the operation manual of the respective electronic 

scale/balance. 
 

1. Specifications 

Product name: Footswitch 

Type: SFS-1 

Manufacturer: SHINKO DENSHI CO., LTD. 

Size: 80 mm x 50 mm x 31 mm 

Cable length: 3 m 

Connector: 9-pin D-SUB female connector 

Material of the enclosure: Resin 

Compatible models of electronic scales/balances: FMA series 

 

This product (including the connector) is not waterproof nor dustproof. Take care when using this 

product in combination with an electronic scale/balance that is waterproof and dustproof. 
 

2. Scope of delivery 

Footswitch: 1 

 

Operation manual: 1 

 

 

3. How to use 

3.1. Connection to the electronic scale/balance 

Connect the footswitch cable to the 9-pin D-SUB connector with external contact input function of the 

electronic scale/balance. 

・For FMA Series 

Connect to the 9-pin D-SUB connector for peripheral devices on the indicator unit (labelled "PRINTER").  

* Please note that it will not work if it is connected to the 9-pin D-SUB connector for RS232C I/O. 

 

 
The indicator unit of the FMA series does not meet IP65 when connected to the footswitch. 

 
3.2. Settings of the electronic scale/balance  

   ・For FMA series 

Refer to “5-1-2(1) External contact input” in the FMA series operation manual to enable the external 

contact input and select the function to be assigned to the external contact input. 


